OAKVILLE E X3 GAS INSERT

Specifications
Model BTU Width Height Depth Viewing Area
GDIX3 30,000 28 5/8 20 15/16 14 3/8 15x 22 11/16
Front Options
Backer Plates
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Product Code A B C D E Product Code
SBK3B2540 40 1 25 1 10 28 3 19 3 BK4B3142 420 31 1 10 28 3419 1/
MBK3B2846 45 1127 11 10 28 3 19 3
LBK3B3048 480 300 10 28 3 193/ 8
Face Plates
I L —
L o [=]
C ] C B
A A
L r ;
? . E
B |l D T Bl kD >
) :
v ]
Product Code‘ A ‘ B ‘ D ‘ E ‘ Product Code ‘ A ‘ B C ‘ D ‘ E
S_3F3B3 30 3/20 5/ 1 5/ 25 3|17 3 S _4F3B3 30 3|20 5/ 151608| 25 3] 15 1
L_3F3B3 35 3f22 13 1 5/ 25 3| 17 3 S_4F4B3 30 3/21 5/ 1 5/| 25 3|15 1
L_4F4B3 35 3/26 5/ 1 5/| 25 3] 15 1
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OAKVILLE E X3 GAS INSERT

Dimensions

NAPOLEON

front view

right side view
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* Dimensionwith optionalblowerkit installed.

Minimum Mantel Clearances

Minimum Clearance to Combustibles

Combustible mantel clearance can vary according to the r
depth.Usethegraphto helpevaluateéheclearance needed.
These samrequirements apply to any combtibles
protruding on either side of tappliance.

1 60(152. 4mm)
/ 60(15; MANTEL
O + 50(12; -
f( 1614 40(101_| 5
e A 3 d76.2mm)_7:7 178
(+1 51€ (43.2cm)
/7 160
(40.6cm)
1 248 N
150
00 (m 4 5 6 (38.1cm)
MANTEL DEPTH 1206
(30.5cm)
20110
(53.1cm)

Thisappliancenustberecessethtoaventechon-combustiblevood
burningappliancgprefabricatedr masonry)only. The minimum
applianceopeningsizein whichtheappliancdsto be installeds:

A HEIGHT 21 1/2" (54.6cm)
A WIDTH 29" (73.7cm)
A DEPTH * 14 3/8" (36.6cm)

The minimum allowable chimney p u size is 6" (152mm)
round.
* Add 4" (102mm) for optional blower.

The minimum distance from the bottom of a combustibdatal
projecting 3" (76mm) maximum from the wall to the tdjthe
appliancas 12" (30.4cm)(se€'minimumcombus tible mantel
clearancessectiorof yourappliancenanual).

Product information provided is not complete and is subject to change without notice. Please consult the installation

the most up to date installatio n information.

Wolf SteeBlitd:, 24 Napsldon Rd.2Barris,d0Nd.Lre @68 Crrdda

manual for

W4151927/ D/ 10.24.19
@536 A wwwrRapeernEom

B
REE) BB



http://www.napoleon.com/

ENCASTRE A GAZ OAKVILL E® X3

Spécifications
Modeéle BTU Largeur Hauteur Profondeur Dimensions de Vision
GDIX3 30 000 28 5/8 20 15/16 14 3/8 15x2211/16

Facades Décoratives
Plaques Arrieres
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Code de Produit A B C D = Code de Produit
SBK3B2540 40 1 25 1 10 28 3 19 3 BK4B3142 420 31 1 10 28 3419 1/
MBK3B2846 45 14127 11 10 28 3 19 3
LBK3B3048 480 300 10 28 3/ 19 3
Plaques Frontales
i — —
I =] =] 1 _T
cJ c

S_3F3B3 30 320 5/ 1 5/ 25 3| 17 3] S_4F3B3 303/ 4 20 5/ 1 5/ 25 8 15 1
L_3F3B3 35 3|22 13 1 5/ 25 3| 17 3] S_4F4B3 30 3121 5/ 1 5/ 25 8 15 1
L_4F4B3 35 3126 5/ 1 5/ 25 3 15 1
1
I = = 1
c
A .
1]
b
Code de Produit A B C D E
SA_4F3B3 30 3] 21 74 1 5/ 25 3 15 3 CISI3BK 46 5/ 29 1 2 3/ 28 3 19 3

W4151927/ D/ 10.24.19
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ENCASTRE A GAZ OAKVILL E® X3

Dimensions
vue de face vue de co6té droit
- . 8 i
BARRIERE DE r EE
PROTECTION 13 1c¢ :
[376mm] . a =
6 7/
235 [175mm]
8
e a— RN |
[601mm |
17 %
[ ] vue do:
454mm vue de dessus

*

i 5. E.
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- 8 —= 47" [1.06mm ]
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* Dimensiorrequisavedasoufflerieoptionneinstallé.
Dégagements Minimaux de Tablette Dégagements Minimaux aux Matériaux Combustibles

Ledégagemerd 0 utablettecombustibleél 6 a p peatrvaié ||Cet appareil ne doit étre encastré que dans un foyer §

selonla profondeudelatablette Utilisezle graphique pouvous ventilé incombustible (préfabriqué ou en maconnerig
aideradéterminete dégagemerniécessaire. Lbapphamres | |l equel | 6encastes

Les mémes dfmgements aux matériaux combustible dimensions minimalesuivantes:
s 6 a p p Ipdurgputedessurfacegnprojectionsurles

cotésdé 6 app 60(152 A HAUTEUR 21 1/2" (54,6cm)
. cocts BT A LARGEUR 29" (73,7cm)
. to( 1ol Jomm— | A PROFONDEUR * 14 3/8" (36,6cm)
mE g = 170
%% teat La diameétre minimal du conduit de la cheminée doit
58 15 15(40'6“) °tre de 60 (152mm) ron.
T (38.10m) *Ajoutez 406 (102mm) pour | a s
06 (m 4 506 6 120
PROJECTION DE LA (3050m) La distance minimale entre
TABLETTE [

d®corative combustible qui
etlehautdel 6 o u vdespdrsiemnesstdel 2(80,4cm) (voir
R la section « dégagements minimawxld tablette » dans le
(53.1cm) manuel de votrappareil.

Information du produit fourni noest pas complet et est sujet de iofdrang

mation d6i nst adctuglt i on W4151927 /D / 10.24.19
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OAKVILLE E X4 GAS INSERT

NAPOLEON

Specifications
Model BTU Width Height Depth Viewing Area
40,000 (NG) ,
GDIX4 36,000 (P) 33 3/ 4 24 9/ 1 17 3/ 4 27 3/ 406 x 1
Front Options
Backer Plates
|- . - ,
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Product Code A B C D E Product Code A B C D E
MBK3B2844 4 40 28 1 10 33 7 23 1 BK4B3544 4 40 350 10 33 7| 23 1]
LBK3B3047 470 300 10 33 7 23 1
Face Plates
i i = = ] i I = = 1
c c!
A A
E E
B | < D > B | < D >
L v | !
Product Code‘ A B C D E Product Code ‘ A B C D E
S_3F3B4 35 74| 24 3 1 5/ 30 7 2171/ 8 S_4F3B4 35 7 24 3 1 5/ 30 7 20 3
L _3F3B4 40 74| 26 7 1 5/ 30 7 21 7 S_4F4B4 35 7 25 3 1 5/ 30 7 20 3
L_4F4B4 40 7 30 3 1 5/ 30 7 20 3
‘ =] =] 1
cl
A
E
B <— D >
y
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OAKVILLE E X4 GAS INSERT

Dimensions
front view right side view
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top view back view
Minimum Mantel Clearances Minimum C learance to Combustibles
Combustible mantel clearance can vary according to the mantel d || This appliancemust be recessed int@ ventednon
Usethegraphto helpevaluateheclearanc@eededThesesame combustible woo¢burning appliance (prefatricated
requirementspplyto anycombustibleprotrudingoneither side of the || or masonry)nly. The minimum appliancepeningsize
appliarce. inwhichtheappliancéstobeinstalleds:
ot =t A HEIGHT 24 3/4" (62.8cm)
$Ce =G T A WIDTH 34 5/16" (87.1cm)
7t =4 A DEPTH 18 1/4" (46.3cm)
+ A
/7 B
D D¢ The minimum all owabl e ¢
0o (m G F E "
MANTEL DEPTH A 15" (38.1cm) (152mm) round.
B 14" (35.5cm)
c 13" (33cm) The minimum distance, from the bottom of a
D 12" (30.5cm) combustiblemantelprojecting3" (76mn?)max.i-
- mumfrom thewall to thetop of theapplianceijs 12"
E 6" (152mm) e "
23 11/16" (60.1cm) - (30.5cm)seé'minimummantelclearances
| - F 5 (127mm) section).
L G 4" (102mm)
¢ H 3" (76mm)

Product information provided isnot complete and is subject to change without notice. Please consult the installation manual for
the most up to date installation informa tion. W4151947 | E/10.24.19
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ENCASTRE A GAZ OAKVILL E* X4

Spécifications
Modele BTU Largeur Hauteur Profondeur Dimensions de Vision
40,000 (NG) .
GDIX4 36 000 (P) 33 3/ 4 24 9/ 1 17 3/ 4 27 3/ 46 x 1
Facades Décoratives
laques Arrieres
i . . - .
‘_ A
A -
0

M —>

<——— D

B «— D > B

Code de Produit Code de Produit

MBK3B2844 440 28 1 10 33 7 23 1 BK4B3544 440 350 10 33 7 23 1

LBK3B3047 470 300 10 33 7 23 1

Plaques Frontale

1 1
[ = = ] [ = = 1
C 1 C ]
A A
E E
B | < D > B | < D >
L I A :
Code de Produit A B C D = Code de Produit A B C D E
S_3F3B4 35 7 24 3 1 5/ 307/801 21 7 S_4F3B4 35 7 24 3 1 5/ 30 7 20 3
L_3F3B4 40 7 26 7 1 5/ 30 7 21 7 S_4F4B4 35 7 25 3 1 5/ 30 7 20 3
L_4F4B4 40 7 30 3 1 5/ 30 7 20 3
t
I =] =] ]
cJ
A
E
B < D >
Y
Code de Produit
SA_4F3B4 35 7126 1/ 1 5/ 30 7419 7/
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ENCASTRE A GAZ OAKVILL E* X4

Dimensions
vue deface vue de cot&roit
e .77
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9. 11. T ’
BARRIERE DE 2476 2375
PROTECTION [624mm ] [601mm | 163"
{ [421mm ] |} ="
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vue de dessus vue do:

) o Dégagement Minimaux aux Matériaux
Dégagements Minimaux de Tablette

Combustibles
Ledégagement 6 utablettecombustibledl 6 a p pGiBl'[Vé}Eiéf\ delon Cetappareihedoit étreencastréguedansunfoyera bois
laprofondeudelatablette Utilisezle graphiquegpourvous aidea ventiléincombustible(préfabriquéou enmacon nerie).
determinete dégagementécessaird.esmémesiégagements aux L 6 a p manslegiell 6 e n estisstalé @it avoir les
mat ®ri aux combustibles sbdappl dimensions minimalesiivantes:
projection surles cotéstled appar ei |
A HAUTEUR 24 3/4" (62,8cm)
< A A LARGEUR 34 5/16" (87,1cm)
HE g GM’TFABLETTE A PROFONDEUR 18 1/4" (46,3cm)
oW 2
oo + G
58 ¢ o La diamétre minimal du conduit de lacheminée
=P c 8" A 15" (38,1cm) doit °tre deonf.d (152mm)
oammH S L 7 B 14" (35,5cm)
PROJECTION DE LA y
TABLETTE c 13" (33cm) Ladistanceminimaleentreledessous 6 utab-dette
5 12" (30,50m) décorativecombustiblequiressorunmax imumde
—— 3 ¢§76mm)etle hautdel 6 o u vdes persienmest
E 6" (152mm) del 2(80,5cm)voir lasectiork dégagements
F 5" (127mm) minimaux de la tabletts).
2311/16" (60,1cm) G 4" (102mm) - - . A
L " P Information  du produit fourni n 6 epagcomplet et est
. p ‘ (76mm) sujet de changer sans préavis. Consultez le manuel
doéi nst apouranformation d 6i nst adclugd.t i on

W4151947/ E/ 10.24.19
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ASCENT"™ 46 DIRECT VENT GAS FIREPLACE NAPOLEON

Specifications

Actual | Framing| Actual | Framing| Actual |Framing
B46 | 22,000 46 461/2 | 345/8 | 347/8 |185/16 | 18 9/16| 23 11/16 X 41 11/16

Front Options

Heritage Front Zen Front

42 3/8"

p———
28 3/8"
283/8"
ol a

Minimum Framing Clearances Minimum Framing  Clearances

=]

Minimum clearance to combustible construction from appliance and vent surfaces:

Combustible Framing:
- 0" to stand-offs 1 h Top
- 1" (25mm) to bottom and sides of the vent pipe* N -
- 3" (76mm) to top of the vent pipe* N N |
Combustible Finishing: ! !
- 0" to rear j o :
- 0" to front face top and sides i 5
Top Exit FINISHING
- 50 1/2" (1283mm) to combustible enclosure top from base of the appliance MATERIAL
- 54" (1372mm) to ceiling from base of the appliance ot
Rear Exit

- 41 5/8" (1057mm) to combustible enclosure top from base of the appliance
- 54" (1372mm) to ceiling from base of the appliance

ENCLOSURE

S
M7 INLET
[ 886mm] LOCATION

1

1

1

1

1

* HORIZONTAL VENT SECTIONS: A minimum of 1" (25mm) at the bottom and sides and 3" (76mm) at 1
the top of the vent pipe on all horizontal runs to combustibles is required. Use firestop spacer W010-1774 1
(supplied). :
1

1

1

1

1

1

NOTE: The minimum clearances from the top of the horizontal vent pipe to combustible materials may ELECTRICAL <
be reduced from 3" (76mm) to 1" (25mm) in those installations with a minimum 38" (965mm) vertical CONNECTION ™
vent rise made immediately off the fireplace collar.

15016 33mm

—_N | |

1 ] D
\\\%\\ﬂ“\

177
4

* VERTICAL VENT SECTIONS: A minimum of 1" (25mm) all around the vent pipe on all vertical runs to % ~
combustibles is required except for clearances in appliance enclosures. See "MINIMUM ENCLOSURE S RS §
CLEARANCES" section. Use firestop spacer W500-0096 (not supplied). s /‘// rai:

[471mm]
S S

09/2016
24 Napoleon Road, Barrie, Ontario, Canadal4MOG8A 214 Bayview Drive, Barrie, Ontario, Canadal4N4Y8

Fireplaces, Heating and Cooling: 705-721-1212AGrills: 705726-4278 Anapoleonproducts.com



ASCENT"™ 46 DIRECT VENT GAS FIREPLACE

NAPOLEON

Product informat ion provided is not complete and is subject to change without notice. Please consult the installation manual for

the most up to date installation information.
Dimensions
L
_L -
=
GAS
236 * 18 516 IMLET
[ 85enm | | #65mm |
Wall Penetration
TOP VENT For rear vent termination not exceeding 10" (254mm) of horizontal vent run.
COVBUSTIBLE ~ NON-COMBUSTIBLE
FIRESTOP N e No»comsusrg
3"[76mm] |
W*h;j B v COMBUSUB[\E\ é /M
— NON-COMBUSTIBLE
QEZ “]GT,] FINISHING ISUSED P ]
? T = SucHASBRCK -
' AND STONE C ]
Y |- -
403 mm] -‘ C 1
— 0" (OMM) IF
s ( T%_ 4 — ! — NO(N{OMWJST\BLE
ke ! - | RO P
i, 1 L r L ANDSTONE
(MIN 38 mm] % 45k [178mm] f
L1 [1057mm]
; |
50172 :
(1283mm) % Qa3 [;;;fm T "
] [1083mm] = 24 1/8"
B =
% PLUSRSE: [ PLUS RISE"
] |
L] —
= = |
- = Ay
= |n¢ [25mm-254mm]
[25mm] VENTRUN
Combustible Mantel Clearances Applian ce Location
12" (305mm) 8 o) WATEL ;
4 77 AD T
r/\AA E 1;.“ ((;;:n':‘r':)) l T :(IJ"z‘mm QOUTSIDE [1;9/16']
#é 6" (152mm) Dogmnﬂ ¢ 1. %% CHASE \
EH 4"(102mm) 15mm] . 4 I ) [r—
LT 2 (51mm) | floamm] 2 [s1mm)] il
{ t 1 1084mn]
07 5 10 12 TOP OF APPLIANCE ey W)JE
MANTEL DEPTH (INCHES) L.
— [iem] CHASE
== %lfz'[lmzm]% SIDE
2[son]| WALL
]
09/2016

24 Napoleon Road, Barrie, Ontario, Canadal4MOG8A 214 Bayview Drive, Barrie, Ontario, Canadal4N4Y8
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ASCENTLINEARIRECYENTGASFIREPLACE
BL361 PRELIMINARY FRAMING INFORMATION

NAPOLEON

Product information provided is preliminary and is subject to change without notice. Please consult the installatia
manual for the most up to date installation information.

Specificatons
Width Height Depth
Model | BTU(NG)| BTU (P)
Actual Framing Actual Framing Actual Framing
BL36 16,000 16,000 35 1 37 5] 34 1 360 16 1 16 3
BL36-1| 16,000 16,000 35 15| 36 1139 1/ 39 3415 11 16 3
Framing Dimensins
BL36 BL36-1
\‘\ STEEL HEADER \I\
IS REQUIRED COMBUSTIBLE
53" HEADER
56"
36y [142.2 cn
MINIMUM FROM BASE
OF APPLIANCE MINIMUM FROM BASE
OF APPLIANCE
\\
3" | T
[91.4cn] ~
T\\ ~
. b ’
\,\:\ C
\:§ I~ L\ ://
%1/ 20
(92.7cr)
o~ /\
S8 W \é
163"
= [415en] A .
163/ 80
N 4k
24 Napoleon Road, Barrie, Ontario, Canadal.4M0G8A 214 Bayview Drive, Barrie, Ontario, Canadal4N4Y8 1

CustomerSolutionsDepartment: 1-866-820-8686Awww.napoleonproducts.com
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ASCENT" LINEAR SERIES DIRECT VENT GAS FIREPLACE

Specifications
Actual | Framing| Actual | Framing| Actual | Framing
BL361| 17,500 | 42 1/2 | 36 1/2 |18 13/16| 393/8 | 15 3/4 16 16 3/4 X 30 3/4

BL46 | 24,000 [319/16 | 47 3/8 |18 13/16| 393/8 |18 5/16 | 18 9/16 16 3/4 X 41 11716

Front Options
BL36 -1: Classic/Premium BL46: Classic/Premium
L 1§
i | 7
f
335/8" 1" MAXIMUM ADJUSTMENT A4BIE VMAIMUMADLISTMENT

ADJUSTMENT MAXIMAL

“ (ADJUSTEMENT MAXIMAL)
ol

2013/16"
2013/1¢"

Flush Framing Clearances Recessed Framing Clearances

A WARNING

e Do not buid into this area - it must be left dear to provide adequate ciearance for the vent in this 14"
(85.6cm) wide area centered dong the front of the appiance. The appliance should be in its final location
before framing.

A WARNING

* Donot buid into this area - it must be left dear to provide adequate clearance for the vent in this 14"
(35.6cm) wide area centered along the front of the appiance. The appliance should be in its final location
before framing.

CEILING

CEILING

H
MNMUMFROMBASE
OF APPLIANCE

COMBUSTBLE
HEADER

BL36-1 BL46
BL36-1 BL46 1 41 1/2" (105.4am) 41 1/2" (105.4cm)

B 36 1/2" (92.7cm) 47 3/8" (120.3cm} ‘ A 16" (40.6cm) 189/16" (47.1cm)
G 393/8" (100am) 39 3/8" (100cm)

B 36 1/2" @2.7cm) 47 3/8" (120.3cm)
A 16" {40.6cm) 189/16" (47.1cm)
H 56" (142.20m) 567 (142.2cm) H 56" (142.2cm) 56" (142.2cm)

J 4" (10.2cm) 4" (10.2cm)

07/2017

24 Napoleon Road, Barrie, Ontario, Canadal4MOG8A 214 Bayview Drive, Barrie, Ontario, Canadal4N4Y8
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ASCENT" LINEAR SERIES DIRECT VENT GAS FIREPLACE NAPOLEON

Product information provided is not complete and is subject to change without notice. Please consult the installation manual for
the most up to date installation information.

Dimensions

BL36-1 BL46

FRONT VIEW RIGHTSIDE VIEW  TOP VIEW FRONT VIEW RIGHT SIDE VIEW ~ TOP VIEW

——— I [ S NG 2
[tamm] Titznn] [13mm]
’ 0 o7
2 16 h TM B (17em] 39 116"
(b _ﬂ[mmm "'_ [s02mm]
A ‘ i N
SAFETY 101316 S ™ : 1813/16
vy
BARRIER [¢r7m] 7| ) i [&77mm) |
* 229mn [}
EEGR J .
B J l"'_[wm] — T 8 11/16
[220mm]
[220mm] 3 |
& 351805
* L e [otann] ’
[#15mm]
3
! [161mm] = [158mm)
. 18 516"
o — s
[400rmm]
Wall Penetration
e —
When passing through a caling, use frestop spacer W500-0096 {not supplied). 37 1/16"
BL36-1 ;
VENT SHIELD (NOT REQUIRED FOR BL36-1) O O AR T (84.1cm)

comausTILE 1/ —
k—» e
(121.9cm)
- 7% O~ ©mer) IF o
v ey LIRS
{ - ANISHING IS USED SUCH
+ AS BRIGK AND STONE.
Tor oF
COMBUSTIBLE *
orENmG
= ' =
= m
14"
o Tor oF h EU
(a5 2om ebom seeumice [ s . 5‘:
= ‘
s acay el @5.60m)
s 1 s6"
NON-COMBUSTIELE fiansy
SANTERIAL O
. \." = '
27 1/ COMBUSTIBLE
{69.9cm) MATERIAL
=
-
\ (25. ey
.
== )

BARRIER

_= 7:\7:‘\

- See “venting” section

full depth of the comb
penetration. = Clearances within the enclosure may be higher, see
“minimum framing dimensions” section.

Combustible Mantel Clearances Appliance Location

CombUSHoie Mantd clearance can vary acoording 10 the mantel depth. Use the graph 10 help evaluaie the r_i c
i SIDE WALL
22" (85.8cm) TF

MH 20 (808cm)

AE 18" (45.7cm)

NT Seuse

T¢ 16 “oeem @ B

EH 14" (35.6cm)

LT

T

12" (30.5cm) I

& [203 2mm] MANTEL 1
o g 10 12 o

%_,_ i MANTEL DEPTH (INCHES)

a7 Do not put objects in front of the appliance
ey - omzmmy H ;

2° [50.8mm] r's?shrm (minimum distance of 4 feet)
= |

T
|

ot |

13
=] [305m]
|

FIREPLACE = |
== OPENING § © f
S

7
[1003(’7! BL36-1 BL46
7 16" (40.6cm) 18 9/16" (47.1cm)
[639em] 36 1/2" @270m) | 47 3/8" (120.30m)

65/16" (16cm) 65/16" (16cm)

491/8" (124.8cm)_| 60 3/16" (152.90m)
6" (15.2cm) 6" (15.2cm)

A
B

- = c| 317/ @lom) | 421/2"(107.9cm)
D
E
F
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NAPOLEON

BANFF™ CAST IRON WOOD STOVES

Specifications
1100C | 55,000 28 28 1/2 22 1/2 1.7 cubic feet 10 1/2 X 16 1/4
1400C | 70,000 28 28 1/2 27 2.25 cubic feet 10 1/2 X 16 1/4
Overview
Dimensions
1100C 1400C
FRONTVIE SIDE VIE TOP VIE) FRONTVIE SDEVIE T0PVIE!

63" 28{711mn]
14"

{171mm] I 356mnﬂ

| o
el
==

SN
[ AR AR R AL
T
LOCOOO0OOOUK]
e

2812
[724mn]

OO
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BANFF™ CAST IRON WOOD STOVES

Clearances

Minimum Clearance To Combustibles

NAPOLEON

Vent Through Existing Masonry

BACK WALL BACK WALL
Dl C &) E =
I 2 2
7‘q <L> = E E E
B | 4
» 7]

PARALLEL & CORNER SINGLE WALL CONNECTOR DOUBLE WALL CONNECTOR
1100ML / 1100C | 1400ML / 1400C 1100ML / 1100C | 1400ML / 1400C

SIDEWALL (A) 12" (305mm) 12" (305mm) 10" (254mm) 10" (254mm)
SIDEWALL TO FLUE (B) 21 3/4" (552mm) | 21 3/4" (552mm) 19 3/4" (502mm) | 19 3/4" (502mm)
BACKWALL (C) 10" (254mm) 12" (305mm) 6"(152mm) 6" (152mm)
BACKWALL TO FLUE (D) 13 1/2" (343mm) | 16 1/2" (419mm) 91/2" (241mm) | 10 1/2" (267mm)
CORNER (E) 6" (152mm) 6" (152mm) 2" (51mm) 4" (102mm)
CEILING (F) 84" (2134mm) 84" (2134mm) 84" (2134mm) 84" (2134mm)
Clearances can be reduced with shielding acceptable to local authorities. Reduced installation must comply
with NFPA 211 or CAN/CSA-B365.

ALCOVE INSTALLATION

1100 series only may be installed, using a listed double wall connector, o ] B Y
such as Security DL6 in Canada, the Simpson Duravent Plus DVL in

4

23" _l_

: 5 4FOOT
the USA or an equivalent double wall connector, into an alcove having MAX
a depth of no more than 4 feet and a height of at least 7 feet.
The minimum clearances are as shown

ALCOVE

Vent Through the Ceiling

A Move the stove into position with the flue centered, midpoint between two
joists to prevent having to cut them. Use a plumb bob to line up the center.

B. Cut and frame an opening in the ceiling to provide a 2° (50.8mm) clearance
between the outside of the chimney and any combustible material. DO NOT
FILL THIS SPACE WITH ANY TYPE OF MATERIAL.

Nail headers between the joist for exira support. -

>
Firestop spacers must be placed on the

bottom of each framed opening in any floor /}-I/-E;ég(/ | U,v
or ceiling that the chimney passes through

If your chimney system is enclosed within

the attic area, a rafter radiation shield is
uired.
= TS
C. Hold a plumb bob from the underside of FIRESTOP SPACER -

the roof to determine where the opening in UNDERSIDE OF JOIST

the roof should be. Cut and frame the roof
opening to maintain proper 27 (50.8mm) clearances.

NOTE: The chimney must be supported at the ceiling or roof so that it's
weight does not rest on the appliance and must comply with it's
manufacturer's instructions.

RMINAL

STORM
COLLAR
FLASHING
ROOF

\  cEwmG —] CHIMNEY
SUPPORT SUPPORT
‘LT_O STOVE =
o CHIMNEY
CONNECTOR

COMBUSTIBLE
< WALL

FLOOR
PROTECTOR

“You can also install your appliance using your —
existing masonry chimney. To do so, follow the
guidelines below. Use a factory-built thimble,

T

I

or construct your own brick thimble. If you are = T
using a masonry chimney, it is important that it }\Q

- o T

I

I

be built in i with the sp ! —

of the Building Code in your region. It must RAFTER ,.r_:"“x.hj?iﬁ’*’?\ﬁ

normally be lined with fire clay bricks, metal T | EAVE

or clay tiles sealed together with fire cement.  CLEARANCE WITH FIRESTOP F_‘ M=

{Round flues are the most efficient). The

maximum flue size is 8" (203.2mm) x 8"

{203.2mm) square or 6" {152.4mm) round. CEILING Jol‘ﬁ:

For greater diameters it is necessary to

install a 6" stainless steel liner. —
COMBUSTIBLE

WALL

g -

THIMBLE

CLEARANCE

CHIMNEY
COMNNECTOR

FLOOR
PROTECTOR

Vent Through the Wall

If possible, design the installation so that the connector does not pass through a combustible wall. If during
your installation you must pass through a combustible wall, check with your building inspector before you
begin. Also check with the chimney connector manufacturer for any specific requirements.

Consult with your dealer regarding special connection components available for use for wall pass-throughs.
Use only parts that have been tested and listed for use in a wall pass-through.

MAINTAIN 2"
— ROOF (50, 8mm) CLEARANCE

“%\b“THRO UGH EAVE
- ne

COMBUSTIBLE STORM
OUTSIDE WALL — = COLLAR
— T—
SECTION - [~} LISTED — FLASHING
LISTED CHIMNEY —
| CHIMNEY PIPE ~{2" (50.8mm) =
[ CLEARANCE | e
TO
lsTOVE P INSl:IlI__r..:TED \k
| < | COMBUSTIBLE ——]_|
\ WALL CEILING ™
F———"5UPPOI
THIMBLE WALL SPACER — '
FOR OUTSIDE
WALL

CHIMNEY

e CONNECTOR ™
FLOOR | COMBUSTIBLE
PROTECTOR WALL
==1

Product information provided is not complete and is subject to
change without notice. Please consult the installation manual
for the most up to date installation information.
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NAPOLEON

ARLINGTR" DIRECVENTGASSTOVI

Specifications

GDS20| 20,000 191/4 25 3/8 18 1/2 13X 14
Overview
Casttop,seefi F | N1 S-lEASY G
FRONT INSTALLATIONAND . .
REMOVALO secti ol Venting,seefi V E N T | shc@od.
Bl ower , see
BLOWER
I NSTALLATI ON
Door , NSEIAGGEASS
DOOR INSTALLATION AND
REMOVALO section
Rating Plate,see
ARATI NG PLA
I NF OR MA TskcfioN.
Dimensions

a4
= S [202mm]
l_ g ()
SAFETY 253/8"
SCREEN [645mm]

| 95/8"

[245mn]

19mk
[489mm]
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ARLINGTN' DIRECVENTGASSTOVI

Clearances
Vent Terminal Clearances

NAPOLEON

Minimum Clearance To Combustilde

COVERED BALCONY APPLICATIONS 11*

ITE

MAINTAIN THESE MINIMUM CLEARANCES TO COMBUSTIELES:
AL 4" (1218mm) B. 2"(51mm)* C. 2"(51mm)

Back Wall

Back Wall

IEPNELS
oM 3PS

— ALCOVE —
48" (1218mm)

Appliance top to ceiling
Horizontal vent

Sides and bottom*™ 1" {25mm)
Top 2% (51mm)
Vertical Vent

All sides 1% (25mm)

* At a distance of 2" (S1mm) from the wall, access to the blower switch, on-off switch or the blower power cord
may not be practical. A minimum of 57 {127mm) will be reguired in order to install the blower.

** HORIZONTAL VENT SECTIONS: A minimum clearance of 1" {25mm) at the bottom and sides and 2"
(S1mm) at the top of the vent pipe in all horizontal runs to combustibles is required. Use firestop spacer WS85-
D267 (supplied).

** VERTICAL VENT SECTIONS: A minimum of 1" (25mm) all around the vent pipe on all vertical runs to
combustibles is required. Use firestop spacer WS500-0097 (not supplied).

Minimum Vertical Vent Rise

Q= [
e e s
INSTALLATIONS
CANADA USA
A 127 (305mm) | 127 (305mm) | Clearance sbove grade, veranda porch, deck or balcony.
B | 127 (305mm)* [22;;"“}‘ Clearance to windows or doors that open.
€ | 127 (305mm}* | 127 {305mm) * | Clearance o permanently closed windows.
D 13" | 15 sTmmp Yem'cd clearance o wc_m'\ahed soffits l:x:ahed above the terminal within a horizontal distance of '
{45Tmm)’ {0.6m) from the center line of the terminal.
E | 127(305mm]"" | 127 {205mm}"" | Clearance to il soffit.
F 0 (Omm) 07 {Omm) Clearance to an outside comer wall.
0 (D) {um?;}"‘ i‘}' an insic water (chimnzy,
G 7 (5 immy [51n€n]'“ Wnem an insid wall or i ions (vent chase,
H T(0.8m) 3 (0.8m) Clam‘::r::c;hdsi::nn;ﬂ; ?;",:_'ﬂ"mn; extended above the meter [ regulator assembly to 3
1 3 (0.8mj) 3 (0.8m)"™" | Clearance to a senvice regulator vent outlet.
J 12" (305mm) | ¢ (228mm) Clearance to a non-mechanical air supply inlet to the building or a combustion air inlet to any other
appliance.
K & (1.Bm) 3(08m)t | Clearance toa air supphy inlet.
L Ti2im)t T'(2.1m) *** | Clearance above a paved sidewalk or paved driveway bocated on public property.
M [3n51n::mn-r {305'1"‘;“),,,, Clearance under a veranda, parch or deck.
N | 167 (4D8mm) | 16" (408mm) | Clearance above the roof.
0 | 2@emp* | Z8m)t* |Clearance from an adjacent wall inchuding neighbouring buildings.
P B (24m) 4m) Roof must be ible without openings.
a 3 (0.8m) See chart for wider wall di
R & (1.8m) Seec.:ha‘tfcl :Ieepe(wﬂqimensions. ﬁemhﬂ shall not be installed on any wall that has an
opening between the terminal and the open side of the structure.
5 127 (205mm) | 127 (305mm) | Clearance under a covered balcony
A The terminal shal not be iocated le=:s an 5 fest under  window that opens on roct.
Recommended 10 prevent condensation on windows and thermal breskage
[ 10 vimyl ciacl oM.
The pertscope requires a minimum 18 Inches clesrance from an Inside comer.
™ For ocal codes.
T 3testabovefwthin 10 feet horzontaity.
*  Aventshal nay Tostorice riaces.
1T Permited oy F the verands, porch, or deck s fully open on 2 minimem of b sides beneath e floor.
t o prevent For addtional rex focal codes.
Tt Permited only I the baicony ks Suly open on a minimum of one skde.
NOTE: Cl are in with local i codes and the req of the gas supplier.

Productinformation providedis not completeandis subjectto
change without notice. Please consult the installationanual
for the most up to date installationinformation.

16" (406mm)
MINIMUM

40FT
(12m)
MAXIMUM

3FT
(1M)
MINIMUM

24" (610mm)

mAIMUM_
\ ’ ]_

|
I
25 3/8" (645mm)
MINIMUM
PLUS RISE*

* See "VENTING" section

25 3/8" (645mm)
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ASCENT™ 30 DIRECT VENT GAS FIREPLACE NAPOLEON

Specifications
Actual | Framing| Actual | Framing| Actual | Framing
B30 | 15,000 30 301/2 | 345/8 35 14 14 1/2 2311/16 X 25 11/16
Front Options
Heritage Front Zen Front
== o ym— | L= = = |
————————— 26 3/ ————————— 26 3/8"
i E
— Oe—— =
e Tm—
28 3/8" 28 3/8"
O—— —
n
& 5

Minimum Framing Clearances Minimum Framing  Clearances

Minimum clearance to combustible construction from appliance and vent surfaces:

Combustible Framing:

- 0" to stand-offs

- 1" (25mm) to bottom and sides of the vent pipe*

- 3" (76mm) to top of the vent pipe*

Combustible Finishing:

- 0" torear

- 0" to front face top and sides

Top Exit

- 50 1/2" (1283mm) to combustible enclosure top from base of the appliance
- 54" (1372mm) to ceiling from base of the appliance

Rear Exit

- 41 5/8" (1057mm) to combustible enclosure top from base of the appliance
- 54" (1372mm) to ceiling from base of the appliance

ENCLOSURE

1
1
U
i
*HORIZONTAL VENT SECTIONS: A minimum of 1" (25mm) at the bottom and sides and 3" (76mm) at | : : G
the top of the vent pipe on all horizontal runs to combustibles is required. Use firestop spacer W010-1777 Ll 5" NLET
(supplied). at [889mm] LOCATION
)1
NOTE: The minimum clearances from the top of the horizontal vent pipe to combustible materials may ELECTRICAL : 1!
be reduced from 3"(76mm) to 1"(25mm) in those installations with a minimum 38" (965mm) vertical CONNECTION b : ; .
vent rise made immediately off the fireplace collar. N | ! | = 113/16 [46""“/
~N Lo . D=
* VERTICAL VENT SECTIONS: A mini , j i N ‘\\0 : 612 ton] S
: A minimum of 1" (25mm) all around the vent pipe on all vertical runs to \ L~ 1 />\
combustibles is required except for clearances in appliance enclosures. See "MINIMUM ENCLOSURE iy : N \115“‘“\\
CLEARANCES" section. Use firestop spacer W500-0096 (not supplied). iy Sy _t— P
[368mm] V/
e
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ASCENT"™ 30 DIRECT VENT GAS FIREPLACE

NAPOLEON

Product information provided is not complete and is subject to change without notice. Please consult the installation manual for

the most up to date installa

Dimensions

tion information.

345
[&7a

/8"
mim]

T s A

14316
[514mm]

1230
[324mm |

q

Q7
178mm ]
oF

['IIJ2mm]

61116
i [l?OmT] 858
T igp o] A1
e 1w e s *
11316 | | ]
[ %mm]J [255mm | INLET [mﬁm]
Wall Penetration
TOP VENT BEAR VENT
COMBUSTIBLE NON-COMBUSTIBLE For rear vent termination pot exceeding 10" (254mm) of horizontal vent run.
{ | f‘ NONDMBLSTSLE
— 3 [f6mm) g‘[/sm oMM F COMBLSTBLE | A I/"““
e (=T NON-COMBUSTELE \ é
3 76
_ { " = Pl NG 5 1=
1 . SUCH AS BRICK =
ANDSTONE. —
155/8" |3 [76mm] [—
03mm] "] C |
5 i A *i i = - L — e
[1372mm] I 1 5] T 7 — .ﬁv(mm.'m
CEING . 1 r $ — T asacsia
M 2 ] T o SR
[51mm] _ 41508 [178mm] f ANDSTOE
— [1057mm]
012 — |
1283mm] =] 4508 HiE -
— [1083mm] [879mm] $= "
— MINIMUM — [25mm] F:;;':GW
M2 - | = PLUSRIGE! 1 s
[368mm)] — : PUSRE
- = — e ==
. [25mm-254mm]
[mm] VENTRUN
Combustible Mantel Clearances Appliance Location

12" (30.5cm)
0" (254mm)
203.2mm)
152.4mm)
101.6mm)
2" (50.8mm)

1
8
6"
4

rm—4zZ»Z
—I®-mI

0

g

o—]

[1524mm] '

B

(203 2mm] MANTEL,

AV
6" (152 4mm)

[or “"'""] 2 [508mn]
i

4 10
MANTFI DFPTH (INCHFS)

!

TOP OF
APPLIANCE

34 58"
[87.8cm]

A

[oo

=]
&,
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ASCENT35 DIRECVENTGASFIREPLAC

Specifications

Actual | Framing| Actual | Framing| Actual | Framing
B35 | 20,000 35 351/2 |341/16 35 18 5/16 |18 9/16 | 23 11/16 X 30 11/16

Overview
See the section AMI NI MUM
ENCLOSURE CLEARANCESO
for drywall (or other combus \0
tible material).
See the sectiohn
MANTEL CLEARANC
See the section
AVENTI NG
Al NSTALL
See the section
/ﬁF’?f(AMI NGo
See the section >
i N O-GOMBU
FINl SHI NGO
See the section 2
ARATI NG PLATE
| NFORMATI ONO .
Dimensions
o I & 1L s ol m— N me
y: -
I I
11 13/16"
[299mm | @5
341/16" [ 127mm ]
[866mm | pe"
[203mm ]
7 3/16"
[182mm ]
11 5/16"
| GAS [288mm |
* /’ INLET
; (O L . AN

. | L 7
T 185/16"
113167 [465mm] — " 35"
[ 46mm | [889mm ]
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ASCENT35 DIRECVENTGASFIREPLAC

Framing & Clearances

Minimum FireplaceClearances

FramingDimensiors

NAPOLEON

Minimum clearance to combustible construction from appliance and vent surfaces:

Combustible Framing:
0" to stand-offs
1" (25mm) to bottom and sides of the vent pipe*
3" (76mm) to top of the vent pipe*
Combustible Finishing:
0" to rear
- 0" fo front face top and sides
Top Exit
50 1/2" (1283mm) to combustible enclosure from base of the appliance

54" (1372mm) to ceiling from base of the appliance

* HORIZONTAL VENT SECTIONS: A minimum of 1" {25mm) at the bottorm and sides and 3" (76mm) at the top
of the vent pipe on all horizontal runs to combustibles is required. Use firestop spacer WD10-1774 (supplied).

* VERTICAL VENT SECTIONS: A minimum of 17 (25mm) all around the vent pipe on all vertical runs to
combustibles is required except for clearances in appliance enclosures. See "MINIMUM ENCLOSURE
CLEARAMNCES" section. Use firestop spacer W500-0096 (not supplied).

Appliance Location

~¢ T
V // =l o Y&

MINIMUM ENCLOSURE CLEARANCES

Ref B35 B42

35 1/2% (302mm) 42 1/2" (1080mm)
B 49 1/8" (1247mm) SE" (1422mm)
C 32 78" (835mm) 37 7/8 (962mm)

Wall Penetration

COMBUSTIBLE NONCOMBUSTIBL

b
- 3 [76mn] %_ BRICK ¢ ¢,
MINMUM (| IE=T 3 7 NONCONBUSTRLE
FINISHING ISSE|
? = SUCH AS BRI
AND STONE.
1614 || 3'76mm
[412mm) *‘ ]
w * * =y
[1372mm] T [ [2mn]
CEILING ]
(MIN) z [
[51mm)] [ ]
501/2" %
(1283 ] 012
] [1029mm)]
] MINIVUM
- 18916 % PLUSRISI
[471mm] ]
]
]
[ ]
"
[25mm]

ENCDSURE

MATERIA

[50 1/2{5 15“

1263m Y

ELECRICAL iii (889mn

CONNEDON H

\m :::;;:\EL
[471meh >

/\<\

L/
I/

—~—]]
—

GAS
INLET]
LOCATIO

\-&
\::
813/16[224mr SN

Minimum Vertical Vent Rise

16" (406MM)
— MINIMUM

Productinformation providedis not completeandis subjectto
change without notice. Please consult the installationanual
for the most up to date installationinformation.
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= =
24" (610MM)
MAXIMUM
—
T (Tjj[
I 42 116" ‘
(1068MM) | |
34 116" MINIMUM
(865MM)| FLU]RISE“ .
Combustible Matel Clearances
¥ [aT ] MANTEL
M H 12" (305mm) | .
AE 10" (254mm) 1T
" g _
N & 6 (152mm) A
EH 4" (102mm) ‘ bz 0 ]
LT 9 (5tmm) I bl
MANTEL DEFTH (INCHES)
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ASCENT"™ 36 DIRECT VENT GAS FIREPLACE NAPOLEON

Specifications

Actual | Framing| Actual | Framing| Actual | Framing
B36 | 18,000 35 351/2 | 345/8 35 15 3/4 16 23 11/16 X 30 11/16

Front Options
Heritage Front Zen Front
[ o (= o a |
313 313
B - B
/7_7_,_7_,¥__¥\ [m[m——— ——
28 3/8 28 3/8 Nl H]
5
CFF Front Wrought Iron  Front
1 13/4°
L1 e
~ - .
‘ ‘ . N}S)/(]éﬂM JUSTMENT
I ’_ WFANIUM:TEMMENNTMAXIMAL)
' == d
34 578 43t
L _;
Minimum Framing Clearances Minimum Framing  Clearances

Minimum clearance to combustible construction from appliance and vent surfaces:

Combustible Framing:

- 0" to stand-offs

- 1" (25mm) to bottom and sides of the vent pipe*
- 3" (76mm) to top of the vent pipe*
Combustible Finishing:

- 0" to rear stand offs

- 0" to front face top and sides

ENCLOSURE
ToP

Top Exit FINISHING

- 50 1/2" (1283mm) to combustible enclosure top from base of the appliance MATERAL

- 54" (1372mm) to ceiling from base of the appliance o

Rear Exit ly_==

- 41" (1041mm) to combustile enclosure top from base of the appliance I =

- 54" (1372mm) to ceiling from base of the appliance : ' a

1
I
*B36 HORIZONTAL VENT SECTIONS: A minimum of 1" (25mm) at the bottom and sides and 3" (76mm) at ! : 35" IS:EST
the top of the vent pipe on all horizontal runs to combustibles is required. Use firestop spacer W010-3440 : ! [889 ] LOCATION
(supplied). i : Ay
. : . : : HECTRCAL Sl B T
NOTE: The minimum clearances from the top of the horizontal vent pipe to combustible materials may CONNECTION [
be reduced from 3" (76mm) to 1" (25mm) in those installations with a minimum 38" (965mm) vertical -~ 178" [47mm
vent rise made immediately off the fireplace collar. N \0: 1 g [203/]\>S;
| mm
*B36 VERTICAL VENT SECTIONS: A minimum of 1" (25mm) all around the vent pipe on all vertical runs %\ : ~ \" ! x />\
to combustibles is required except for clearances in appliance enclosures. See "MINIMUM ENCLOSURE 16" ] N ! ) | 35\|7.‘ \%1‘““‘
CLEARANCES" section. Use firestop spacer W500-0096 (not supplied). [406mm] / //
>
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ASCENT" 36 DIRECT VENT GAS FIREPLACE

Product information provided is not complete and is subject to change without notice. Please consult the installation manual for
the most up to date installation information.

Dimensions
J%ﬂ
) S
1L — e | | — JL [ i
345/8° O i
SAFETY BARRIER [879mm ] | .
g" 24"
[203mm] [610mm]
| - - J
i 3 S l * ELS \
[889mm]
23/16" _’ 15 374" "GAS INLET
[SS.Smm] [400mm]

Wall Penetration

B36 TOP VENT For rear vent termination not exceeding 10" (254mm) of horizontal vent run.
COMBUSTIBLE ~ NON-COMBUSTIBLE NON-COMBUSTIBLE
|
, P—{ (o COUBUSTRLE \ |
. iﬂlm’:’l} TGP | % |é
£-§—y 6] NOMCOMBUSTIBLE =
_ 1 FANSHNGISUSED ; =
* T2 SUcH ASBRICK —
1555 | L] mosme =
3 [76mm) —— |
403 mm y% -
j ],f/// g | l — 0'(OMM)
3 M If 1 = ' . NON-COMBUSTIBLE
— -1 —_ FANISHING IS USED
[1372mm] I — [Bmml | CIL T 6mml sy asac
CEILNG > L] 638" - ANDSTONE.
) 51 mm) = w4 (162mm) T
] [1376mm]  [1041mm] S | S
) ] CELING |
0172 ] " (MN) ==
[1283mm) — 258 "
L [1083mm] | 2
L] MINMUM .
%l = — MMM
] — PLUS RISE*
] —
— ] L
= — M
1 [25mm-254mm)
[25mm] VENTRUN
Combustibl e Mantel Clearances Appliance Location
1 \] OUTSIDE = y
f N
 [203mn] MANTEL [#nm]
] AL © ) -
l L — ——— " pam ——
&
12" (305mm) 8 3
MH 9 ' Z B\
;\\“E 10" (254mm) '203’"'“‘[15§m] & — l_'— TS'D‘E
Tg 6"(152mm) [102mm) 2" [51mm) [m;'i‘m] @ CHASE
EH 4"(102mm) — . —
B i (51mm) TOP OF APPLIANCE B o) Jm
" [51
0 46 8 10 12 xoelE
MANTEL DEPTH (INCHES)
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ASCENT"™ 42 DIRECT VENT GAS FIREPLACE NAPOLEON

Specifications

Actual | Framing| Actual | Framing| Actual | Framing
B42 | 22,000 42 42 1/2 | 345/8 35 18 5/16 |18 9/16 | 23 11/16 X 37 11/16

Front Options
Heritage Front Zen Front
3 3/8" 38 3/8"
— - B G
//_7_77 77—‘1_1‘\ m T
28 3/8" 283/8"
L 5

Wrought I ron Front

_r 13/4"

43" 13/16"

MAXIMUM ADJUSTMENT
ADJUSTMENT MAXIMAL

LB ...

Minimum Framing Clearances Minimum Framing  Clearances

Minimum clearance to combustible construction from appliance and vent surfaces:

Combustible Framing:

- 0" to stand-offs

- 1" (25mm) to bottom and sides of the vent pipe*
- 3" (76mm) to top of the vent pipe”

ENCLOSURE

Combustible Finishing:
- 0" to rear
- 0" to front face top and sides
Top Exit
- 50 1/2" (1283mm) to combustible enclosure top from base of the appliance
- 54" (1372mm) to celling from base of the appliance bl
Rear Exit i
- 41 5/8" (1057mm) to combustible enclosure top from base of the appliance B
- 54" (1372mm) to ceiling from base of the appliance v
3 L L kAL . - 0
* HORIZONTAL VENT SECTIONS: A minimum of 1* (25mm) at the bottom and sides and 3" (76mm) at 010" : 1 GAS
the top of the vent pipe on all horizontal runs to combustibles is required. Use firestop spacer W010-1774 [lZ&?m | : E NET
{supplied). [ LOCTON
2ECTROA '
NOTE: The minimum clearances from the top of the horizontal vent pipe to combustible materials may (Mm '
be reduced from 3" (76mm) to 1" (25mm) in those | liati with a mini 38" (965mm) vertical ~N 'y LA
vent rise made immediately off the fireplace collar. \\ : =
. . : "N i oo S ==
* VERTICAL VENT SECTIONS: A minimum of 1* (25mm) all around the vent pipe on all vertical runs to §\ N il 813/16'[ 204m] S
combustibles is required except for clearances in appliance enclosures. See “MINIMUM ENCLOSURE Nk -~ J J
CLEARANCES" section. Use firestop spacer W500-0096 (not supplied). 18916" S-S N J B T\@W“\
[471mn] /“qg \</ o
N

212017
24 Napoleon Road, Barrie, Ontario, Canadal4MOG8A 214 Bayview Drive, Barrie, Ontario, Canadal4N4Y8

Fireplaces, Heating and Cooling: 705-721-1212AGrills: 705726-4278 Anapoleonproducts.com



ASCENT"™ 42 DIRECT VENT GAS FIREPLACE

NAPOLEON

Product information provided is not complete and is subject to change without notice. Please consult the installation manual for

the most up to date installation informati on.
Dimensions
EXEIIE ——— =
e Y
1L I :
187/8"
o [480mm ] =~ o7
345/8" O I [—— [178mm ]
SAFETY BARRIER i o ' 53
24 1/8" [ 102mm ]
e Wz
N
. A
7316 115/16"
* ) [182mm] [288mm ]
I i ~_ JHE . o HH N\
T 185/16" . GAS
33/16" [465mm] INLET T 22
[56mm] [1067mm]
Wall Penetration
TOP VENT For rear vent termination not exceeding 10" (254mm) of horizontal vent run.
COMBUSTIBLE  NON-COMBUSTIBLE
\ S m«covamsz\
. ——] |
fmm |/;:/W“ OlOM F COMBUSTELE | é 5
| = ] NOMOMBUSTBLE | \
] ANSHNGIS USED =
f I — =27 ot —
—— ANDSTONE. ]
e t -
mm —4| / ;
. / | — o e
# = L B G e S NON-COMBISTISE
[1372mm] * [ I T _ - ANSHNGIS (5D
(BING b = l DI T emml syoumsenc
W (= 5 ANDSTONE
= L = o (18w 1
| [1057mm] |
012 — |
[1283mm] = 258 345/8" s
] [1083mn] (8%mm] =1
— MNMOM L psmm) :s'w]
(= P g _— 614mm|
:Q e L MINMUM
5 — PLUSRSE!
= ] \
= |
] e —l e =
1 R5mm-254mm]
[25mm] VENTRUN
Combustible Mantel Clearances Appliance Location
8 [203m| MANTEL
12" (305mm) —I—L’G"Bﬁﬁ' - = T
mu 10" (254mm) —r— gﬂAglEDE [ @ W [g;:]
AE " Qu3mm) [mgnni, A T ) — |
T.g, 9"(152mm) ismnd . & I o] ———
EH 4" (102mm) l l [t02mm] 7 [smm)]
LT 2 (51mm) { i - == - o
INSIDE
o 65 10 12 TOOFMPLUNG [T we || )
MANTEL DEPTH (INCHES) OPENNG [_mﬂ @ CHASE
R I I]snf
?[sim] I:am

[]

(oo}

212017
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BAYFIELD™ DIRECT VENT GAS STOVE

7\

NAPOLEON

Specifications
GDS2 24,500 23,000 231/2 25 5/8 17 1/2 15X 18
5
Overview
Cast, see AC
INSTALLATION AND
REMOVALO sec
Door , see 0
DOOR INSTALLATION
AND REMOVAL
section.
Rating plate Blower, see
PLATE | NFORM AOPTI ONAL |
section. I NSTALLATI ¢
section.
Dimensions
2
— ‘-v'::—ht‘\%
i N ey ‘-“'l'_i'\
i s
o AT 255/18" 235/8" AAAA A
SAFETYBARRIER (651 [600m] X5 70’”
|t 12/4" - 0512
\l %l(Na oleon |Road, Barrie, anada 0G8 A 214 Bayviemu.DM,m P} —
' I palk _(‘MLmin Panadd] 1 AN ot nlan Uanfnn and Cdnlina: [597mn]




NAPOLEON

BAYFIELD" DIRECT VENT GAS STOVE

Clearances

Minimum Clearance To Combustibles Minimum Vertical Vent Rise

As long as clearance to combustibles is kept within the required distances, the most desirable and beneficial s - jr
location for a Napol i iz in the centre of a building, thereby allowing the most ient use of ( =
the heat created. The location of windows, doors and the traffic flow in the room where the appliance is to be (

located should be considered. If possible, you should choose a location where the vent will pass through the 24" (610mm) MIN
house without cutting a floor or roof joist. REGARDLESS

OF HORIZONTAL
VENT LENGTH

Back Wall Back Wall
B w U {
o [ i
@ D
25 5/8°
A g A A g (851mm)
= = 40FT (12m)
MAX
- ALCOVE - ST i)
A. 4°(102mm)  B. 27 (51mm)*  C. 2* (51mm) 2o
- MAXIMUM >
To ceiling from appliance top 487 (1219mm)
Horizontal vent
Sides and bottom 17 (25mm)
] 25 58"
Top ) 2" (51mm) (cr.m?m
Vertical vent
All sides 1" (25mm) 1

*At a distance of 27 (51mm) from the wall, installation or service to the blower may not be practical. A minimum
of 57 {127mm) will be required in order to install the blower.

The maximum horizontal run with a 57" (1448mm) vertical rise immediately above the apphance is 20 feet
(6096.00mm)

If less than 5" (127mm) clearance is maintained between the back of the appliance and the back wall, it will be 1
necessary to disconnect the venting and gas pipe to move the appliance out for installation or service of the Vent Term I nal Clearances
blower.

COVERED BALCONY APPLICATIONS 11*

Minimum Mantel or Shelf Clearances

When the appliance is rear vented, a mantel or shelf may be installed above the GDS25 at a minimum
distance of 8" (203mm).

H_ﬁﬁé@ p

| Qun=23feet | Ryw=2 % Querie ‘RMSISM

(0.8mj (4.6m)
COMBUSTIBELE INSTALLATIONS
| / NON-COMBUSTIELE CANADA USA
v A | 17 (305mm) | 127 {305mm) | Clearance above grade, veranda porch, deck or balcony.
BRICK - o .
S 12° (305mm) 8 | 12 (@0smmp | g | Clearance to windows or doors that open.
MANTEL O MAX. MANTEL DEFTH ¢ | 12 (30smm) | 12 (305mm) * | Clearance to closed windows.
TRIM MATERIAL ~ I o 18" 18" (457mmy™ Vertical clearance to ventilated soffits located above the terminal within a horizontal distance of 2°
07 (Omnmn) IF NOM- (457 mm)™ : {0.6m) from the center line of the terminal.
] COMBUSTIBLE E | 127(305mm)™ | 127 (305mm)™ | Clearanca soffit.
o
g* (20%mm) > (5imm)  —| EQEJH:IBTI?:LSAS F | O @mm " (Gmm) | Clearance to an outside comer wal.
MIN. o —— o inside wizll or protrudng fons chimney,
BRICK AND STONE 0" (G Omm | sy
é - - r Clearance to an inside combustible comer wall or protruding combustible obstructions (went chase,
27 (51mm (Stmm | eto).

illl I'

H F(0.0m) T [0omp ﬁ::ﬁm‘;:;nuéﬁ ;};!I‘t:glgle extended above the meter / regulator assembly to a
1 2 (0.8m) 2 (00m}** | Clearance to a service regulator vent outlet.
1 (25mm) 3 | 12 sy | o (z2omm) mm: non-mecharical i supply inket o e buiding or 3 combustion ar inketto any other
K & (1.8m) {0.9m)t | Clearance to 3 mechanical air supply inlet.
L T21imt T"(2.tm) ™** | Clearance above a paved sidewalk or paved driveway located on public property.
(622;:;1) "] mﬁﬁmﬂ |3I35r|nr;|1"" Clearance under a veranda, porch or deck.

N 167 (406mm) | 167 (408mm) | Clearance above the roof.
0 | z@6mit* | 2'(08m)* | Clearance from an adjacent wall including ing buildings.
P & (2.4m) Z(2.4m) | Roof must be non-combustible without openings.

| -2~ @ | 2 (06m) 3 [08m) | See chart for wider wall dmensions

(51mm) R | &iiem & (1.om) | 5= chart for desper walldimensions. The terminal shall not be installed on any wall hat has an
¢ opening between the terminal and the open side of the structure.

5 127 (305mm) | 12 (305mm) | Clearance under a covered balcony
A Treemn e than & feet Undes horzontai anda ot

breakage.
It ks Pecommended 10 e 3 heat shiskd and to maimizs e distance b vyl Ciad sofis.
T peniscope MEQUIES & MINITLM 18 NICTeS Clearance o an Inside comer.

Thiz 15 3 necomanced dictance. For additons requreTents chack local codes
T 3estabove Fuwehin 30 teet hortzoniady.

3 Avent shalinot emingi where i may cuse
il

Fermitied oy f e verands, parch, or deck Iz fully open on a minimum of fwo sides beneah e Soor.

For addtional Iocal codes.

Prermitted oy f e baicony I fuily pen on a minimum of ane

1 :
NOTE: Clearances are in accordance with local installation codes and the requirements of the gas supplier.

05/2
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NAPOLEON

BAYFIELD™ DIRECT VENT GAS STOVE

Specifications
GDS2 24,500 23,000 231/2 25 5/8 17 1/2 15X 18
5
Overview
Cast, SERRORT
INSTALLATION AND
REMOVALO sec
7 On/ Of f , s e
FUNCTI ONS?o
Door , see 1
DOOR INSTALLATION
AND REMOVAL
section.
Rating plate < Blower, see
PLATE | NFORM AOPTI ONAL |
section. I NSTALLATI ¢
section.
Dimensions
g
/7[178mmJ
=] L 3
(X
T 255/8" .............
'SAFETYBARRIER [651m]
R —
\l / S B L B
| 2|’4 Naporeot “Ruad Barrie;Ontaro—Canadat4M CGG1rﬁ ZHBaywew—Drive (567 e

Rarria  Nntarin  Canada | AN AVQ Ciranlarac  Haatina and Canlina:



NAPOLEON

BAYFIELD" DIRECT VENT GAS STOVE

Clearances

Minimum Clearance To Combustibles Minimum Vertica | Vent Rise

As long as clearance to combustibles is kept within the required distances, the most desirable and beneficial s - jr
location for a Napol i iz in the centre of a building, thereby allowing the most ient use of ( =
the heat created. The location of windows, doors and the traffic flow in the room where the appliance is to be (

located should be considered. If possible, you should choose a location where the vent will pass through the 24" (610mm) MIN
house without cutting a floor or roof joist. REGARDLESS

OF HORIZONTAL
VENT LENGTH

Back Wall Back Wall
B w U {
o [ i
@ D
25 5/8°
A g A A g (851mm)
= = 40FT (12m)
MAX
- ALCOVE - ST i)
A. 4°(102mm)  B. 27 (51mm)*  C. 2* (51mm) 2o
- MAXIMUM >
To ceiling from appliance top 487 (1219mm)
Horizontal vent
Sides and bottom 17 (25mm)
] 25 58"
Top ) 2" (51mm) (cr.m?m
Vertical vent
All sides 1" (25mm) 1

*At a distance of 27 (51mm) from the wall, installation or service to the blower may not be practical. A minimum
of 57 {127mm) will be required in order to install the blower.

The maximum horizontal run with a 57" (1448mm) vertical rise immediately above the apphance is 20 feet
(6096.00mm)

If less than 5" (127mm) clearance is maintained between the back of the appliance and the back wall, it will be 1
necessary to disconnect the venting and gas pipe to move the appliance out for installation or service of the Vent Term I nal Clearances
blower.

COVERED BALCONY APPLICATIONS 11*

Minimum Mantel or Shelf Clearances

When the appliance is rear vented, a mantel or shelf may be installed above the GDS25 at a minimum
distance of 8" (203mm).

H_ﬁﬁé@ p

| Qun=23feet | Ryw=2 % Querie ‘RMSISM

(0.8mj (4.6m)
COMBUSTIBELE INSTALLATIONS
| / NON-COMBUSTIELE CANADA USA
v A | 17 (305mm) | 127 {305mm) | Clearance above grade, veranda porch, deck or balcony.
BRICK - o .
S 12° (305mm) 8 | 12 (@0smmp | g | Clearance to windows or doors that open.
MANTEL O MAX. MANTEL DEFTH ¢ | 12 (30smm) | 12 (305mm) * | Clearance to closed windows.
TRIM MATERIAL ~ I o 18" 18" (457mmy™ Vertical clearance to ventilated soffits located above the terminal within a horizontal distance of 2°
07 (Omnmn) IF NOM- (457 mm)™ : {0.6m) from the center line of the terminal.
] COMBUSTIBLE E | 127(305mm)™ | 127 (305mm)™ | Clearanca soffit.
o
g* (20%mm) > (5imm)  —| EQEJH:IBTI?:LSAS F | O @mm " (Gmm) | Clearance to an outside comer wal.
MIN. o —— o inside wizll or protrudng fons chimney,
BRICK AND STONE 0" (G Omm | sy
é - - r Clearance to an inside combustible comer wall or protruding combustible obstructions (went chase,
27 (51mm (Stmm | eto).

illl I'

H F(0.0m) T [0omp ﬁ::ﬁm‘;:;nuéﬁ ;};!I‘t:glgle extended above the meter / regulator assembly to a
1 2 (0.8m) 2 (00m}** | Clearance to a service regulator vent outlet.
1 (25mm) 3 | 12 sy | o (z2omm) mm: non-mecharical i supply inket o e buiding or 3 combustion ar inketto any other
K & (1.8m) {0.9m)t | Clearance to 3 mechanical air supply inlet.
L T21imt T"(2.tm) ™** | Clearance above a paved sidewalk or paved driveway located on public property.
(622;:;1) "] mﬁﬁmﬂ |3I35r|nr;|1"" Clearance under a veranda, porch or deck.

N 167 (406mm) | 167 (408mm) | Clearance above the roof.
0 | z@6mit* | 2'(08m)* | Clearance from an adjacent wall including ing buildings.
P & (2.4m) Z(2.4m) | Roof must be non-combustible without openings.

| -2~ @ | 2 (06m) 3 [08m) | See chart for wider wall dmensions

(51mm) R | &iiem & (1.om) | 5= chart for desper walldimensions. The terminal shall not be installed on any wall hat has an
¢ opening between the terminal and the open side of the structure.

5 127 (305mm) | 12 (305mm) | Clearance under a covered balcony
A Treemn e than & feet Undes horzontai anda ot

breakage.
It ks Pecommended 10 e 3 heat shiskd and to maimizs e distance b vyl Ciad sofis.
T peniscope MEQUIES & MINITLM 18 NICTeS Clearance o an Inside comer.

Thiz 15 3 necomanced dictance. For additons requreTents chack local codes
T 3estabove Fuwehin 30 teet hortzoniady.

3 Avent shalinot emingi where i may cuse
il

Fermitied oy f e verands, parch, or deck Iz fully open on a minimum of fwo sides beneah e Soor.

For addtional Iocal codes.

Prermitted oy f e baicony I fuily pen on a minimum of ane

1 :
NOTE: Clearances are in accordance with local installation codes and the requirements of the gas supplier.

05/2
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NAPOLEON

CASTLEMORE"™ DIRECT VENT GAS STOVE

Specifications
GDS26| 25,000 23 5/8 37 20 5/8 24 X 16 5/8
Overview
Top vent, see AREAR VENT
CONVERSI ONO0 section.
Venting, dHN&e
section.
Door, see ASCREE
GLASS DOOR
INSTALLATION AND
REMOVALO seN
Bl ower, see i
BLOWER | NSTAL
section.
Rating Plate, see
ARATI NG PLAT
| NFORMATI ONO section.
Dimensions

} ] o s
h B [102mm
é ar
u 818 r [Usmm ]
[74mm]  [%40mm]
N
3 ' 058
GASLINE 0’0’:’0‘0’.’.0:0:0:0:, [$24mn]
— | ACCESS l
N \
e s
[48mm] — 1 c ]
ACCESS e

24 Napoleon Road, Barrie, Ontario, Canada L4M 0G8 A 214 Bayview Drive,
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NAPOLEON

CASTLEMORE"™ DIRECT VENT GAS STOVE

Clearances

Minimum Clearance To Combustibles Minimum Vertical Vent Rise

clearance to i construction from appliance and vent surfaces: —h_
A - 2" (51mm) BACK WALL 16" (40Gmm)
B _ 5 (127mm) (%) MINIMUM
C - 27 {51mm) -}
=
- 17 (25mm) to bottom and sides of the vent pipe* e
- 2" (51mm) to top of the vent pipe* ":
MOTE: Appliance should not be installed directly on
carpeting.
P a 3 45u »
Rear Exi H
- 47 112" (1207mm) to ceiling from base of the appliance
Top Exi g
- 51" (1295mm) to ceiling from base of the appliance™ — 24" (610mm) 40 FT
MAXIMUM (12m)
* HORIZONTAL VENT SECTIONS: s MaKimum
1 IFT
A minimum clearance of 1" (25mm) at the bottom and sides and 2" (S1mm) at the top of the vent pipe in all | — (1m)
horizontal runs to combustibles is required. Use firestop spacer W010-1313 and shield W585-0240 (supplied). ry 4N J ES MINIMUM
o v
* VERTICAL VENT SECTIONS: Tz
A minimum of 1% (25mm) all around the vent pipe on all vertical runs to combustibles is required. Use firestop e ‘
spacer W010-1313 (supplied). T 451720
** For top vent vertical termination, see "REAR EXIT" for specific clearances. gi?:&“& [
At a distance of 2" (51mm) from the wall, installation or service to the blower may not be practical. A minimum ';"‘?21;‘2;) PLUS RISE* [
of 57 (127mm) will be required in order to install or service the blower.
351/2"
REAR EXIT COMBUSTIELE NON-COMBUSTIBLE (902mm)
| |+
II | —BRICK
MANTEL, SHELF, = * See "VENTING" section
et Minimum Air Terminal Location Cl
12"
{205mm) "
27 (51mm) COVERED BALCONY APPLICATIONS
i 0" (Omm) IF
=5 — NON-COMEUSTIBELE
a7 1 ¥ " FINISHING 1S USED
(1207 man) - T SUCH AS BRICK AND
— STOME. Q5
[ 1= (25mm) I
R—— G
351
02mm)|
= ) 29 g
= {740mm)
MINIMUM
PLUS RISE*
) Qum=3feet | Rpuy=2x0 Fuuae = 15 et
l | {0.8m) ASTUAL (4.6m)
| =+ INSTALLATIONS
T (127 mm) CANADA USA
Ve nt F | OW C h art A | 12" (304.8mm) | 127 (304.8mm) | Clearance above grade, veranda porch, deck or balcony.
B apg Eﬂm) . | 9" (228.6mm}* | Clearance to windows or doors that open.
| TOP EXIT | = =
[ . | Clearance to permanently dosed windows.
| Horizontal Termination | | Vertical Termination ] (304.Bmmy (304 Bmm)
T T T T o 18" 18° ‘ertical clearance to ventilated soffits located above the terminal within a horizental distance of
N {457 2mm)"™ {457.2mm)"* | 2’ (50.Bmm) from the centerline of the terminal,
Vertical rise is equal Vertical rise is less Vertical rise is equal Vertical rise is less 1
to or greater than @ to or greater than " " -
ol than horizontal run e than horizontal run E (457 Tmen | (457 Iy Clearance to unventilabed soffit
I I | I F| 0 omm) 0" {0mm) | Clearance to an cutside comer wall.
Horizontal run + Horizontal run + i H tal run + -
vertical rise to vertical rise to Vertcal rise to 0" (Ommj™ 07 (Omem Clear an msice wal or profruding {chmney.
maximum of 40 feet i maximum of 40 feet & . ).
24.75 feet (7.5m) (12m) {12m) - r
T T 2 (50.8mm)™ | 2° (50.Bmm) ?nwm an inside comer wall or pi g {vent chase,
4.2 times the 3 times the vertical —
vertical rise equal to rise equal to or H T (0Bmy Clearance to each side of fhe centerfine extended above the meter | regulator assembly to a
or greater than the greater than the - maximum vertical distance of 15' (4.6m).
horizontal run horizontal run
1 3 (0.8m) 3 (0.8m) ™™ | Clearance to a service regulator vent outlet
1A P— -
3| 127 (204 Bmem) | & (222 6mm) Clearance 0 a nor-mechanical air supply inlet 1o the building or a comibustion air inlet to any other
| REAR EXIT | applance.
— - K & (1.8m]) 2 (D.9m) t Clearance to a mechanical air supply inlet.
| :""”““‘"' TE""""”“"': 11 : Vertical Termination : ] L (Z1m)t | 7 (21m) ™ [ Ciearance above a paved sidewalk or paved driveway located on public property.
1 1r
Vertical rise is;‘qual Vertical rise is less Vertical rise is ehqual Vertical rise is less. M (304 8mmitt | (304 Bmm)ee Clearance under a veranda, porch, deck or balcony.
to or greater than than horizontal run to or greater than than horizental run
the horizontal run the horizontal run N | 167 (408 4mm) | 187 (406.4mm) | Clearance abowe the roof.
I I I I 0| Z(0Bm)f* 7' [0Bm}{* | Ciearance from an adjacent wall imcluding neighbouring buldings
H tal Harizontal run + H tal H tal " — -
Verticalise o verticalfse to vertcaltise to. vertoalise (o P 8 (24m] | Roof must be without openings.
maximum of 40 feet maximum of maximum of 40 feet maximum of 40 feet ] 3 (0.8m) 3 {0.8m) See chart for wider wall dimensions.
12m) 24.75 feet (7.5m) (12m) (12m) .
T T 2| &em & (15m) | 5% chan for desper wall simensions. The terminal shall nt b instlled on any wal that has an
3.5 times the. 3 times the vertical N opening between the terminal and the open side of the structure.
vertical rise cqual to rise equal to or A nasinuctue wih thres walts and @ roof, Se ierminal shall not be jocaled less than § feet (1.5m) under @ window ol opens on 3 horzonial plane.
or greater than the greater than the
horizontal run horizontal run " Recommendsd on windios ind the breskage
- ms msmizs the ciact o,
= The pefiscope requires a MnNmum 167 (457 2miv) Cearance Tom an inside comer.
This is 3 recommended distance. For addifonl requirements check local codes.
+ 3festabove Fasttun 10 fest (3.0m) Porimeaty.
3 Aventsna ay Tostorie LS o
Tt Permited oniy Hthe veranda, porch, or deck s Sully open on a mirimum of we sides beneath the floor.
+ Far aadtionai reg tocal cocez.

HOTE. Clsarances ars In accordancs with local Installation codes and the requirsments of the gas supplisr.
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NAPOLEON

ECO PELLET INSER

Specifications

NPI45 | 42,500 | 22 1/2 211/2 26 1/2 45 Pounds 12 3/8 X 21
Overview
See the section
MINIMUM MANTEL
CLEARANC
Drywall See the section
(or other AENCLOS!
combustible CLEARAN(
material)
See the section I See the sections
AMlI NI MUM AVENTI NGO
CLEARANCES TO and il NSTMPLLANNI
COMBUSTI E
Rating Plate, see
ARATI NG
| NFORMAT
Door, see section.
Al NSTAL
VI EWI NG
section.
See the section  /
AlNSTALL
INTO A BUILT-IN
ENCLOSUR
Dimensions
I ] CLCUD — i
12 1/2{318mn]
~—15'[381mm|]—={  Stand2 T
25/16" |
[ 642mm]
UUUUUUT,
| I::| 2058
aur 524mm|
546m m % [ ]
o 7508
194m
1 ¢ > |+ pam { Lo
|—7 26 1/2{673mm ——=| [ L Centerfne
fr3m I23/4" of exhaus
20 3/8'[528mm] —=1 [70mm]
IR | ¢ 2 Centerline 0
Center line—+7]  poamed | fioemn] ™y 1T [S7Tmth air intake
of exhaust = T = =4 I
f \.) Center e 0 Center line o
insert airintake 12 3/4"
113/16" [324mr]
(2] ] e
} =——— 20 5/8f523mm] — 1
C —_ ) 1
| | T [32mn]
*32 5/8{ 829mm] |
1 21
/R
=——— 22 1/2{572mm] ——=1
38 3/8{975mm]
*In orderto installflashingflushto afinishedwalland; within the openingthe front
opening of the fireplace or enclosure must be this wide. A5/

24 Napoleon Road, Barrie, Ontario, Canada L4M 0G8 A 214 Bayview Drive,
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ECO PELLET IIRSE

Framing & Cleances

Minimum Clearanceo Combustibles

FramingDimensiors

NAPOLEON

Side wall to appliance 8" (203mm) 100

Mantel to top of appliance 8" (203mm) |—/|

Top facing to appliance 6 3/8" (162mm) E

Side facing to appliance 8" {152mm) 107 Mantel Z
Floor protection™ 6" (152mm})

* Floor Protection: Minimum 8" (152mm)
in front of door and to either side.

Side Wall

Minimum Enclosure Clearances

The stand-offs located on the back of the insert must not be removed when installing the insert into a
built-in combustible enclosure.
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Combustible Mantel Clearances
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to both sides of the appliance.

A Install floor protection.

B. Frame structure maintaining minimum clearances. Locate

Install flashing. see "FLASHING INSTALLATION" section.

and annual maintenance. Install the vent cap.

R value of 0.2}

For temperature requiremants, e enciosurs 5pacs anurd and
abgve the heater must be i unobstucted.

Canterine of

%:l heater opening

A non-combustible hearth must cover the flcoring undemeath, as well as, a minimum of six inches in front and

and frame openings for both the exhaust

and outside air. Outside air is mandatory for enclosure installations. See "OUTSIDE AIR" section.

C. Refer to vent manufacturer's installation instructions and to "WENTING" section. Connect the vent.

D. ‘Consideration must be taken during installation that removal of the insert is necessary for inspection

Minimum Vertical Vent Rise
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33 (10.1m)
—30(9.1m)
Use 47 — .
{101.6mm) 25’ (7.6m)
diameter “L”
vent if venting
in this shaded —op (6.1m}
region.
— 15 (4.6m)
Use 3”7 (76.2mm),
or 4” (101.6mm) o
diameter “L” —{[” 10" (3.1m)
vent if venting
in this shaded
region. L —5 (1.5m)
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NAPOLEON

ECO PELLET STOVE

Specifications

Model BTU Width Height | Depth Hopper Capacity Glass
NPS45| 42,500 | 22 3/8 30 1/2 22 3/8 55 Pounds 12 3/8 x 21
Overview

Dimensions
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